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Y/

DC-Micromotor 1336 U ... C - 123 with Encoder IE2 - 16 ... 512

Orientation with respect to cable not defined 43 -
-0,004 @
M1,6 1.5 deep 215,5 213 -0,05 26-002 @2 -0,009
[20,3[A == \ ‘ B
A

T T\

8 v

~

H:ij/ Material PTFE Z |1 [
: Single wires 0,24 mm? 1 =1
77 J 16,5 803 150+<10
red + - 47,5 05
&

(0 00§
=

DC-Micromotor 1516 T ... SR with Encoder IE2 — 16 ... 512

Orientation with respect to cable not defined

0 0 -0,004
M1,6 1,4 deep @15 -0,052 26 -0,05 1,5 -0,009
B ©g0,05 |A]
7[0,02]
210 fH-——— ]}z+7 133 .
2,4 1
s T 150 +10
15,8 8,1+0,3 II
-
— — IEIEI

DC-Micromotor 1524 T ... SR with Encoder IE2 — 16 ... 512

=7

Orientation with respect to cable not defined

0 0 - 4
M1,6 1.4 deep 215 -0,052 26-005 @1,5 -8,’889
Al Qlg0,05|A|
/
N .
Ei 210 - — — ]}3777 133 L .
Nt
2,4 1 J’
I = = 150 +10
mm 238 8,1:03 II
N
- L R
For notes on technical data and lifetime performance Specifications subject to change without notice

refer to “Technical Information”.
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DC-Micromotor 1717 T ... SR with Encoder IE2 — 16 ... 512

Orientation with respect to cable not defined

6x 0 0 -0,004
M1,616 deep 2159 170052 6-0,05 21,5 090
[ s0,3]A s
23,5 7 002 | !
I 7J m
210 — 13,3
24 1
Ji 2.1 ! 60,3 150 +10
17 8,103 II
e
- EEE

DC-Micromotor 1724 T ... SR with Encoder IE2 - 16 ...

Orientation with respect to cable not defined

ox g 0 -0,004
M1,6 1,6 deep 215,9 @17 -0,052 26 -0,05 21,5 0,009
[B] 203 ]A Dbl

235 [ 7][002 ]
@10 ‘ 13,3 ( /
2,4 -[ 1
Ji 2,1 ! 603 B 150 +10
24 8,1:03
BEEE |
— pE(pE(=(

DC-Micromotor 1727 U ... C - 123 with Encoder IE2 — 16 ... 512

Orientation with respect to cable not defined G@
6! -0,004
M1,6 2,5 deep 2155 217-01 @ 0015 ©2-0009
i ©]20,05] ]
.

w T 1

Material PTFE 1

Single wires 0,24 mm? 30405 @ 150 +10
+0, +0,

black — 38,2 +1,3

Specifications subject to change without notice

For notes on technical data and lifetime performance
refer to “Technical Information™.
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DC-Micromotor 3242 G ... CR with Encoder IE2 16 — 512

Scale reduced G@

Orientation with respect to cable not defined

6x 5 0 16 0 -0,006
[Blo03]A M3 3deep 915,5 232 -0,1 216-0,015 @5 -0,010
1 { o8 [Cle0sSTal

6x60°

Material PTFE
Single wires 0,38 mm?

Orientation with respect to cable not defined
= M3 3 deep

[le03]A

15,5

0
932 -0,1

150 +10

0 -0,006
©16-0,015 @5-0,010

022

6x60°

Material PTFE
Single wires 0,38 mm?

150 =10

Orientation with respect to cable not defined 0 0 olo0s
O 03Tl M33 deep 216 ©38-0,1 016-002 860,010
P \ |
r g) }3][ / 222 i ] N
N A I Y.
AV
6x 60° 15 150 +10
22 || 228
64 25 0,3
77,8 +0,5
HEX
HEE
For notes on technical data and lifetime performance Specifications subject to change without notice
refer to “Technical Information”.
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Brushless DC-Servomotor 1628 T

... B- K313 with Encoder IE2 - 16 ... 512

2 deep

?

-~

\
)

210

3x120°

[
il

T—T

216 +0,1

0 -0,004
6 -0,005 ©1,5-0,008

—

OJe0,05[A]
/

=

7,103

8,103

s

I For details on the cable connection see the motor data sheet

Brushless DC-Servomotor 2036 U ... B - K313 with with Encoder IE2 - 16 ... 512

M2 2,5 deep

212

I

i

216

220 +0,1

0 04
@6 -0,005 @2 -0,008

-0,0

©OJ20,05 [A|

7] 0,02

10,8

36

[

o %w

8,1+0,3

(46,8)

s

L For details on the cable connection see the motor data sheet

Brushless DC-Servomotor 2057 S ... B - K313 with with Encoder IE2 - 16 ... 512

L=

For notes on technical data and lifetime performance

refer to “Technical Information”.
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For details on the cable connection see the motor data sheet
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2> FAULHABER

=

Brushless DC-Servomotor 2444 S ... B - K313 with with Encoder IE2 - 16 ... 512

0 -0,004
210-0,006 @3 -0,008

M23 g4 216 924 0,1
eep
]
317 I - \ [
kﬂl 1 11,6+0,3 ﬂ]]// 150 +10
_[108 44 12,6403
L (54,8)
-
= =iha

T—T

For details on the cable connection see the motor data sheet

Specifications subject to change without notice

For notes on technical data and lifetime performance
refer to “Technical Information”.
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